
Basis weight  g/
m2  

ISO 536  90  100  120  160  200  220  250  280  300  350  400  

Caliper  µm  ISO 534  98 ± 4  106 ± 4  126 ± 4  166 ± 6  200 ± 7  220 ± 7  245 ± 8  280 ± 8  305 ± 9  350 ± 10  415 ± 12  

CIE Whiteness  %  ISO 11475  161 ± 3.0  161 ± 3.0  161 ± 3.0  161 ± 3.0  161 ± 3.0  161 ± 3.0  161 ± 3.0  161 ± 3.0  161 ± 3.0  161 ± 3.0  161 ± 3.0  

Smoothness Bekk  sec  ISO 5627  105 ± 25  105 ± 25  105 ± 25  105 ± 25  105 ± 25  105 ± 25  105 ± 25  105 ± 25  70 ± 30  70 ± 30  70 ± 30  

Opacity  %  ISO 2471  94.0 ± 2  95.0 ± 2  96.5 ± 2  98.5 ± 2  99.0 ± 1  99.0  99.0  99.0  99.5 99.5 100.0 

Moisture %  ISO 287 5.0 ± .6  5.0 ± .6  5.0 ± .6  5.0 ± .6  5.2 ± .6  5.5 ± .6  5.5 ± .6  5.5 ± .6  -  -  -  

Brightness UV %  ISO 2470  110.0 ± 1.5  110.0 ± 1.5  110.0 ± 1.5  110.0 ± 1.5  110.0 ± 1.5  110.0 ± 1.5  110.0 ± 1.5  110.0 ± 1.5  110.0 ± 1.5  110.0 ± 1.5  110.0 ± 1.5  

 Formats: A4, A3, SRA3, extra-long banner format 

 Premium quality paper without paper jams, ensuring 
perfect, risk-free printing results 

 Perfect image and colour transfer 
 
 FSC® certified and awarded with EU Ecolabel 
 
 ColorLok® Technology for the enhanced colour  repro-

duction on the inkjet printers 
 
 Applications:  
 - Presentations, texts and graphics, photo books, 
corporate documents and brochures 

 - A selection of special banner extra-long digital 
formats for personalized projects: such as multi fold     
brochures, narrow banners and posters 

http://www.antalis.co.uk/

